
FLP-FLP/X
HIGH PRESSURE AIR FILTER



The FLP is particularly adapted for aspiration 
of single points like hoppers, casings and 
bins. The FLP is available in different versions 
based on the usable spaces and the required 
filtering surfaces.

The fabric used for the filtering sleeves is 
particularly suitable for fine dust abatement.

Sleeves are cleaned with high pressure air 
jets. Compressed air is accumulated in the 
tank placed on the upper section.

A built-in electronic timer permits adjustment 
of the cleaning air jets.

The particular shape of the FLP allows easy 
maintenance and inspection.

The filter is equipped with a pressure gauge 
which detects the efficiency and status of the 
filtering sleeves.

This type of filter can be equipped by coated 
steel version and by stainless steel version.



Technical Information

Technical features of the equipment can be modified without any obligation of notice. Data may be not fully in accordance with the market versions. 

Model Filter Area 
m² 

Dimensions 
mm 

Filter bags 
Ø120  mm 

Fan 

Net 
weight 

Kg A A1 B C D N° Length 
mm 

Purge Air 
Nl/min 

Air 
quantity 
m3/min 

Motor 
KW 

50 
Hz 

60 
Hz 

FLP/ P 10 1,2 610 1555 1405 2000 3 1000 12 6 0,75 0,90 150 

FLP/R 6 
10 2,25 

1172 310 
1580 

1380 
520 6 1000 25 7÷11 1,5 1,63 

290 

FLP/R 6A 645 550 925 300 

FLP 9 
10 3,4 

Ø700 
1150 

1060 
575 

9 
1000 

35 
5÷7 1,1 1,32 250 

15 5,1 1650 615 1500 7÷15 2,2 2,55 300 
FLP/R 9 

10 3,4 
1836 310 

1550 
2050 

615 9 1000 35 11÷18 2,2 2,55 
440 

FLP/R 9A 645 795 925 360 

FLP 20 
15 11,3 

Ø1020 
1650 

1380 715 20 
1000 

78 
15÷36 4 3,6 500 

20 15,1 2150 1500 36÷46 5,5 6,3 800 

FLP 38 
15 21,5 

Ø1320 
1650 

1680 
700 

38 
1000 

148 
46÷60 7,5 8,6 900 

20 28,5 2150 990 1500 85÷100 11 12,6 950 

 

 

 

 

 

 

 

 

 

 

 

 

 
Technical features of the equipment can be modified without any obligation of notice. Data may be not fully in accordance with the market versions. 

Model Filter area 
(m2) 

Dimensions 
(mm) 

Filter bags 
(Ø120 mm) 

Fan 
 Net weight 

(Kg) 
A A1 B C D N° Lenght 

(mm) 
Purge air 

(NI/min) 
Air quantity 

(m3/min) 

Motor 
(KW) 

50 Hz 60 Hz 

FLP/P 10 1,2 610  1555 1405 2000    3 1000 12 6 0,75 0,90 150 

  FLP/R 6 
10 2,25 

1172 310 
1580 

1380 
520 6 1000 25 7÷11 1,5 1,63 

290 

 FLP/R 6A 645 550 925 300 

 FLP 9 10 3,4 Ø700  1150 1060 575 9 1000 35 5÷7 1,1 1,32 250 
15 5,1 1650 615 1500 7÷15 2,2 2,55 300 

FLP/R 9 10 3,4 1836 310 1550 2050 615 9 1000 35 11÷18 2,2 2,55 440 
FLP/R 9A 645 795 925 360 

FLP 20 15 11,3 Ø1020  1650 1380 715 20 1000 78 15÷36 4 3,6 500 
20 15,1 2150 1500 36÷46 5,5 6,3 800 

FLP 38 15 21,5 Ø1320  1650 1680 700 38 1000 148 46÷60 7,5 8,6 900 
20 28,5 2150 990 1500 85÷100 11 12,6 950 
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